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and the point(s) of contact for these ad-
jacent States or insular areas; 

(9) The format and emission param-
eters of radio teletype transmissions to 
be used for interstate communications. 

(n) All applications for renewal of 
base/mobile station licenses by licens-
ees who also operate wildlife tracking 
telemetry transmitters, as described in 
§ 90.20(f)(7), must include a statement 
detailing the number of units in serv-
ice, by frequency, on Public Safety 
Pool frequencies at the time the re-
newal application is filed. 

(o) Applicants requesting licenses to 
operate on frequencies pursuant to 
§ 90.35(c)(1) must submit communica-
tions plans containing the following in-
formation: 

(1) A description of the communica-
tion requirement sufficient to dem-
onstrate that no alternative to the link 
is appropriate and that there is no rea-
sonable way to abbreviate the link; 

(2) The frequency bands and the num-
ber of frequencies necessary for the 
link(s); 

(3) The name and phone number of 
the person(s) responsible for ceasing 
operations of the licensee’s stations in 
the event of interference; and, 

(4) Where the link(s) provides a 
standby backup circuit for another 
communications circuit, a brief de-
scription of the supported circuit and 
its vulnerability to disruption. 

(Secs. 4, 303, 307, 48 Stat., as amended, 1066, 
1082, 1083; 47 U.S.C. 154, 303, 307) 

[43 FR 54791, Nov. 22, 1978] 

EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 90.129, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

§ 90.135 Modification of license. 

(a) In addition to those changes list-
ed in § 1.929(k) of this chapter and in ac-
cordance with § 1.947 of this chapter the 
following modifications may be made 
to an existing authorization without 
prior Commission approval: 

(1) Change in the number and loca-
tion of station control points or of con-
trol stations operating below 470 or 
above 800 MHz meeting the require-
ments of § 90.119(b). 

(2) Change in the number of mobile 
units operated by Radiolocation Serv-
ice licensees. 

(b) Unless specifically exempted in 
§ 90.175, licensees must submit a Form 
601 application for modification to the 
applicable frequency coordinator for 
any change listed in § 1.929(c)(4) of this 
chapter. 

[65 FR 60875, Oct. 13, 2000] 

§ 90.137 Applications for operation at 
temporary locations. 

(a) An application for authority to 
operate a base or a fixed transmitter at 
temporary locations shall be filed in 
accordance with § 1.931 of this chapter 
and the following: 

(1) When one or more individual 
transmitters are to be operated by a li-
censee as a base station or as a fixed 
station at unspecified or temporary lo-
cations for indeterminate periods, such 
transmitters may be considered to 
comprise a single station intended to 
be operated at temporary locations. 

(2) The application must specify the 
general geographic area within which 
the operation will be confined. The 
area may be specified as a city, a coun-
ty or counties, a state or states or 
other definable geographic area such as 
a specified radius around a particular 
city or known geographic site. 

(3) Applications for operation at tem-
porary locations exceeding 180 days 
must be accompanied by evidence of 
frequency coordination, except that ap-
plications for operation at temporary 
locations exceeding 180 days by appli-
cants using 220–222 MHz spectrum for 
geophysical telemetry operations need 
not be accompanied by evidence of fre-
quency coordination. 

(b) When any unit or units of a base 
station or fixed station which are au-
thorized for operation at temporary lo-
cations actually remain or are in-
tended to remain at the same location 
for more than 1 year, an application for 
a separate authorization specifying the 
fixed location shall be made as soon as 
possible, but not later than 30 days 
after the expiration of the 1-year pe-
riod. 
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(c) The provisions of this section do 
not apply to the 4940–4990 MHz band. 

[43 FR 54791, Nov. 22, 1978, as amended at 45 
FR 63862, Sept. 26, 1980; 51 FR 14997, Apr. 22, 
1986; 58 FR 44956, Aug. 25, 1993; 62 FR 15992, 
Apr. 3, 1997; 63 FR 68963, Dec. 14, 1998; 68 FR 
38639, June 30, 2003] 

§ 90.138 Applications for itinerant fre-
quencies. 

An application for authority to con-
duct an itinerant operation in the In-
dustrial/Business Pool must be re-
stricted to use of itinerant frequencies 
or other frequencies not designated for 
permanent use and need not be accom-
panied by evidence of frequency coordi-
nation. Users should be aware that no 
interference protection is provided 
from other itinerant operations. 

[72 FR 35194, June 27, 2007] 

§ 90.149 License term. 
(a) Except as provided in subpart R of 

this part, licenses for stations author-
ized under this part will be issued for a 
term not to exceed ten (10) years from 
the date of the original issuance or re-
newal. 

(b) Non-exclusive geographic area li-
censes for DSRCS Roadside Units 
(RSUs) in the 5850–5925 MHz band will 
be issued for a term not to exceed ten 
years from the date of original 
issuance or renewal. The registration 
dates of individual RSUs (see § 90.375) 
will not change the overall renewal pe-
riod of the single license. 

(c) Authorizations for stations en-
gaged in developmental operation 
under subppart Q of this part will be 
issued upon a temporary basis for a 
specific period of time, but in no event 
to extend beyond 1 year from date of 
original issuance, modification or re-
newal. 

[43 FR 54791, Nov. 22, 1978, as amended at 49 
FR 36376, Sept. 17, 1984; 56 FR 19602, Apr. 29, 
1991; 56 FR 65858, Dec. 19, 1991; 59 FR 59958, 
Nov. 21, 1994; 62 FR 18924, Apr. 17, 1997; 63 FR 
68964, Dec. 14, 1998; 65 FR 60875, Oct. 13, 2000; 
69 FR 46442, Aug. 3, 2004; 70 FR 61061, Oct. 20, 
2005] 

§ 90.155 Time in which station must be 
placed in operation. 

(a) All stations authorized under this 
part, except as provided in §§ 90.528, 
90.529, 90.629, 90.631(f), 90.665, 90.685, and 

90.1209, must be placed in operation 
within twelve (12) months from the 
date of grant or the authorization can-
cels automatically and must be re-
turned to the Commission. 

(b) A local government entity in the 
Public Safety Pool, applying for any 
frequency in this part, may also seek 
extended implementation authoriza-
tion pursuant to § 90.629. 

(c) For purposes of this section, a 
base station is not considered to be 
placed in operation unless at least one 
associated mobile station is also placed 
in operation. See also §§ 90.633(d) and 
90.631(f). 

(d) Multilateration LMS EA-licens-
ees, authorized in accordance with 
§ 90.353, must construct and place in op-
eration a sufficient number of base sta-
tions that utilize multilateration tech-
nology (see paragraph (e) of this sec-
tion) to provide multilateration loca-
tion service to one-third of the EA’s 
population within five years of initial 
license grant, and two-thirds of the 
population within ten years. Licensees 
may, in the alternative, provide sub-
stantial service to their licensed area 
within the appropriate five- and ten- 
year benchmarks. In demonstrating 
compliance with the construction and 
coverage requirements, the Commis-
sion will allow licensees to individually 
determine an appropriate field strength 
for reliable service, taking into ac-
count the technologies employed in 
their system design and other relevant 
technical factors. At the five- and ten- 
year benchmarks, licensees will be re-
quired to file a map and FCC Form 601 
showing compliance with the coverage 
requirements (see § 1.946 of this chap-
ter). 

(e) A multilateration LMS station 
will be considered constructed and 
placed in operation if it is built in ac-
cordance with its authorized param-
eters and is regularly interacting with 
one or more other stations to provide 
location service, using multilateration 
technology, to one or more mobile 
units. Specifically, LMS 
multilateration stations will only be 
considered constructed and placed in 
operation if they are part of a system 
that can interrogate a mobile, receive 
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